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UNIMECH GROUP, MALAYSIA AMEMBER OF UNIMECH GROUP, MALAYSIA

SWING CHECK VALVE FLANGED END AS 2129 TABLE E
(BS4090 / BS5153)

ARV-SWT84720-

The rugged body and cover are cast from cast iron. The long radius body design
allows for a smooth flow and minimizes head loss. Cover is bolted onto the body
which permits it to be removed for access to disc for clean out and maintenance. Seat
1s slightly inclined to ensure the disc will seat completely on the seat before the
reverse flow occurs. The seat and disc surfaces are machined with fine finishing for
good sealing. Stainless steel material is used for hinge pin to resist corrosion and
hence, prevents disruption of disc movement and gives long reliable function. This

product is suitable for general and industrial application.

CERTIFICATE NO.
0436-2002-AQ-RGC-RVA



Dimensionin mm

Technical Data

Material

No. PART QTY] MATERIAL
1| BODY 1 | FC 200

2 | DISC 1 | FC200 + STAINLESS STEEL
3 | STEM 1 | STAINLESS STEEL
4 | SEAT RING 1 | STAINLESS STEEL
5 | WASHER 1 | STAINLESS STEEL
6 | LOCK NUT 1 | CARBON STEEL

7 | DOUBLE HEAD BOLT| 1 | CARBON STEEL

8 | ARM 1 | FC 200

9 | SPRING WASHER 4~8| SPRING STEEL

10| HEX BOLT 4~8| CARBON STEEL
11| GASKET 1 | PTFE

12| CAP 1 | FC 200

13| GASKET 1 | PTFE

14| HEX BOLT 1 | CARBON STEEL
Standard: BS 5153

Face to Face : BS 5153

Body Flange : TABLEE

Test Standard : BS EN12266-1

SIZES WT.
A B G b |@C| @D | OE | OF |N-GM| CV
DN | in. (KG)
50 2 203 | 88 | 104 | 17 | 50 |114.3| 152 | 131 | 4-19 48 12.3
65 [21/2|216| 104|122 | 19| 65 |127.0| 165 | 152 | 4-19 76 14.7
80 3 241|110 | 128 | 19 | 80 |146.0| 184 | 190 | 4-19 109 18.4
100 4 292 | 134 | 152 | 20 |100|177.8| 216 | 217 | 8-19 198 26.8
125 5 330 | 160 | 181 | 22 |125|209.5| 254 | 260 | 8-19 309 35.0
150 6 356 | 188 | 211 | 21 |150|234.9| 280 | 294 | 8-22 | 445 55.5
200 8 495 | 227 | 250 | 24 1200(292.0| 337 | 335 | 8-22 800 91.8
250 10 | 622|260 | 287 | 24 | 250|355.6| 407 | 405 | 12-22 | 1269 | 139.3
300 12 698 | 307 | 334 | 27 | 300|406.4 | 457 | 500 | 12-24 | 1820 | 208.0
Note Cv = US Gallon per minutes
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Pressure Test
Working Pressure Hydrostatic Test
Body 15 Bar
10 Bar Seat 11 Bar

The maximum allowable leakage rate shall be 0.18 cubic in.(3 cubic centimeters)

per minute. per in.of norminal pipe size.

Temperature - Pressure
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The contents of this literature are for informative purposes only.
Avrita is not responsible for suitability or compatibility of these

Products in relation to system requirement .For specific
requirements, consult Arita or its distributors, Arita reserves
the right to change or modify product design without prior
notice.
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