w Cast Steel Valves

Y-Strainer Flanged PN 16

Model : CSYS-F-PN16
Application: Power Plant,Steam System,Gas System,Water Recycle System,Cooling System,
Boiler Oil System,etc.
Standards: Face To Face:DIN3202-F1 Series
Shell Hydraulic Test:1.5xPN

Flange:DIN2531-2545
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Dimensions And Weights R End
DN 15 [ 20 [ 25 [ 32 [ 40 [ 50 | 65 [ 80 [ 100 [ 125 [ 150 | 200 [ 250 [ 300 | 350 [ 400 | 500
B 130 | 150 | 160 | 180 | 200 | 230 | 200 | 310 | 350 [ 400 | 480 | 600 | 730 | 850
H 85 | 95 | 110 | 125 | 145 | 155 | 175 | 210 | 230 | 270 | 300 | 385 | 535 | 680
PN16| 3 | 4 | 5 | 7 [ o [ 12| 16 | 21| 30 | 43 | 61 | 121 | 154 | 255 | Straight Flow Body
Wikg)[PN25| 35 | 4 [ 55| 7 | o | 12| 16 [ 21 | 32 | 47 | 64 | 144 | 178 | 285
PN4O| 4 | 5 [ 6 | 8 | 10| 13| 19 [245| 35 | 51 [ 71 | 144 | 178 | 285
Kv 7 | 11 ] 18 | 26 [ 37 | 60 [ 100 | 150 | 230 | 330 | 400 | 650 | 1200 | 1900
-~
L]
Above DN300 DN15 Bonnet View
Material List
Name Carbon Steel Stainless Steel
Body GS-C25 WCB CF8
Bonnet GS-C25 WCB CF8
Screen SS304 SS304
Bolt B7 1Cr18Ni9Ti
Nut 2H 1Cr18Ni9Ti
Gasket Graphite+SS304 Graphite+SS304 BW End
Drainer Model
DN15-20 M10 1.5 Screen Model
DN25-32 M16 1.5
DN40-80 M27 1.5 Water 20-10 MESH
DN100-150 M33 1.5 Gos AGAOOMESH
DN200-300 M48 2
DDN350 and above M60 2 Oil 10-160 MESH

All information in this brochures was correct to the best of our knowledge when originally printed. ARITA reserves the right to make
changes without notice to product specifications and manufacture processes given the company's policy of continual product improvement.




