Ducrile lron Yalhes

Resilient Seated Gate Valve (Non-Rising Stem)

Model : DIG-F-D-PN16(NRS)

Materials

No Parts

Materials

Standand / Grade

1 Resilient Wedge EPDM BS EN 681-1 Type WA
2 Stem Nut Gunmetal BS 1400 LG2
3 Valve Body Ductile Iron BS EN 1563 420/12 ar 500/7
4 Stem Stainless Steel BS 970 : Part | 431529
5 Bonnet Gasket EPDM BS EN 681-1 Type WA
6 Bonnet Bolt Stainless Steel / Zinc Coated Steel BS 970 : Part 1 304531
7 Bonnet Ductile Iron BS EN 1563 420/12 or 500/7
a8 Stemn Seal NBR ASTM D 2000 70° IRHD
9 Gland Bolt Stainless Steel / Zinc Coated Steel BS 970 : Part 1 304531
10 Seal Cartridge PTFE Acetal Resin
11 Gland Seal NBR ASTM D 2000 70° IRHD
12 Gland Ductile Iron BS EN 1563 420/12 or 500/7
13 Bush Seal NBR ASTM D 2000 70° IRHD
14 Dust Proof Cover NBR ASTM D 2000 70° IRHD
15 Bush Gunmetal BS 1400 LG2
16 Stem Cap Ductile Iron BS EN 1563 420/12 aor 500/7
Dimensions
ON | L D [PNio] PNie| D2 | b f N[ Nie | H | kg |
50 178 165 125 125 99 19 3 19x 4 19x4 325 15
80 203 200 160 a0 132 19 3 19x8 19x8 387 21
100 234 224 180 | 180 158 17 Z25 19x8 19x8 350 28
150 267 285 240 240 211 19 3 23x8 23 x8 478 48
200 292 340 205 295 266 20 3 23x8 23x 12 587 70
250 330 405 350 355 319 22 3 23x12 28x 12 673 104
300 356 460 400 410 370 24.5 4 23x12 28x 12 760 148




Pressure Test

Face-to-Face Dimensions ; BS 5163 : 1986 Type B
Flange Drillings . BS EN 1092-2 : 1997
Direction of Closing : Clockwise closing unless otherwise specified
Suitable Medium Water
Max. Working Temperature 70C
Norminal Pressure PN 10 PN 16
Pressure - Seat Test
Test (1.1 x Max. 1.1 1.76
(MPa) Working Pressure) -
Body Test
(1.5 x Max. 1.5 2.4
Working Pressure)

Main Features & Advantages
* Unique resilient wedge design provides strength and sealing efficiently.
* Resilient wedge fully encapsulated in NBR or EPDM rubber.

* Resilient wedge stop indicates "fully open valve” preventing destructive of sealings and internal
coating during operation.

* Full length wedge guides ensure fixed vertical operation and to prevent damages under throttling.

* Copper alloy stem nut mounted to permit individual removal conforming to BS5163 requirement.

* NBR O-Ring seals on polished stainless steel stem ensures watertight sealing and longer life.

* Allow inspection and stem seals renewal under full pressure conditions when gate is in open position.

* Internal and external body is coated with polymeric coating - Fusion Bonded Epoxy (FBE) Powder coating
it gives excellent resistance to corrosion, abrasion, wear and tear.

* Low frictional characteristics ensuring ease of operation.
* Non-metalic materials in contact with potable water to BS6920.

* Clear full bore in the open position ensures optimum flow characteristics through the valve thereby
reducing head loss.

* No accumulation of debris under the wedge enabling the valve to be fully dosed.
* Bolts sealed with wax to prevent corrosion.

* Valve to close clockwise unless otherwise specified.

Applications
Drinking Water, Sewage, Seawater, etc. ~ Air-conditioning or Compressed Air
Industrial Services ~ Irrigation and Fire Lines ~ Pressure or Vacuum

ARITAVALVE MFG. (M) SDN. BHD.
Lot 414, Lorong Perusahaan 8C, Prai Industrial Estate, 13600 Seberang Perai, Penang, Malaysia

*
All Information In this brochures was correct to the best of our knowledge when originally printed. ARITA reserves the right to make
changes without notice to product specifications and manufacture proceszes given the company’s policy of continual product improvement.




