® STAINLESS STEEL BUTT-WELD
UNIMECH (SEAMLESS) FITTINGS

V

ELBOW (LONG) EQUAL TEE (STRAIGHT) REDUCER (CONCENTRIC)

TEE (REDUCER) REDUCER (ECCENTRIC)

TYPE SIZES WALL THICKNESS

ELBOW LONG %' -12" 10S & 408

EQUAL TEE STRAIGHT e -12" 10S & 40S

TEE REDUCER ' - 16" 10S & 408 ]

REDUCER CONCENTRIC ' -12" 108 & 408

REDUCER ECCENTRIC %' -12 108 & 408

END CAP - ' -12" 108 & 408

MATERIAL SPECIFICATION

MATERIAL SS 304L & 316L

MATERIAL STANDARD, FITTINGS ASTM A 403 WP 304L & ASTM A 403 WP 316L

MATERIAL STANDARD, BASE MATERIAL ASTM A 312/ 95A - AéME SA 312 -ED. 98

_DESIGN STANDARD ANSI B 16.9 - ]
—HEAT NUMBER TRACING _ MILL CERTIFICATE WILL BE PROVIDED UPON DELIVERY

DISTRIBUTED BY WISMA UNIMECH
4934 JALAN CHAIN FERRY,
12100 BUTTERWORTH, MALAYSIA.
TEL: 04-332 8823 FAX: 04-332 5491
WEBSITE : www.unimechgroup.com
EMAIL : jl.lim@unimechgroup.com

* UNIMECH _reserves the right fo make changes in design, ma S and free of obligation to furnish or install such changes on products previously sold.
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